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Polycon’s Lite Grid’s versatility and numerous advantages, including easy installation, lightweight 
design, cost savings, durability, sustainability, and strength, make it a versatile and practical choice 
for a wide range of applications. It not only improves the efficiency and safety of various spaces but 
also contributes to sustainable and environmentally conscious practices across industries.

Specifications
Grid depth 455mm x 525mm x 40mm

Wall thickness 4mm

Wall depth 40mm

Weight per panel 1.65kg

Weight per pallet 482.79kg

Number of tile per m² 4.18

M² per pallet 70m²

Load capacity Up to 350 tonnes per m²

Axle weight Up to 16 tonne

Material 100% recycled UV stable polyolefin
Temperature stability -50°C to 90°C

Chemical resistance Sodium chloride (rocksalt), ammonia, acid rain, petroleum products, hydrocarbons

40mm

455mm

525mm

Quick and easy to install 

Lightweight and easy to handle 

Surface reinforcement with natural drainage 

Reduced on-site costs 

Minimal maintenance

Non-slip and crack-proof 

Weatherproof and environmentally friendly 

Frost and UV-resistant 

Dimensionally stable preventing gravel migration 

Sustainable choice for ground reinforcement 

High strength (up to 250t/m²) 

Up to 16-tonne axle loads 

Nonexpanding 

Low transport and handling costs 

Manufactured out of recycled plastic 

100% recycled & recyclable
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Benefits

Lite Grid - Specifications

Reference Description Length Width Height Weight Load Class

LGC Lite Grid Channel 525mm 455mm 40mm 1.65kg                  A15/B125/C250/D400
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