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The Lite Prem 300 is a lightweight, flexible, 

and durable drainage system designed 

for A15 load capacity. For added strength 

and durability, an optional attachable 

edge rail can be included, offering greater 

adaptability to suit various needs.

Lite Prem 300 - Diagram

Composite Slotted Black
(A15)

Composite Slotted Black + Stainless Steel Edge Rail
(A15)

* The Lite Prem channel, without the edge rail, supports load classes from A15 to C250, depending on the grating used. 
** The channel itself can handle up to F900, but to achieve any load class from C250 to F900, the channel must be equipped with the optional 
edge rail for enhanced performance and strength.
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Lite Prem 300 - Specifications

Reference Description Overall
Depth 

(H1)

Internal
Depth (D1)

Overall
Width

Internal
Width

Length Vertical 
Outlet

Load
Class

LP.300.CSB Lite Prem 300
Composite Slotted Black Grating

360mm 320mm 360mm 300mm 1000mm 98/148mm A15

LP.300.CSB.ER Lite Prem 300 + Edge Rail
Composite Slotted Black Grating

360mm 320mm 375mm 300mm 1000mm 98/148mm A15

Accessories - Specifications

Reference Description Height Overall
Width

Length Outlet

CU.LP.300 Lite Prem 300 Corner Unit 360mm 400mm 400mm -

ECO.LP.300 Lite Prem 300 End Cap Outlet 340mm 360mm 35mm 110/160mm

LP.300.CSBG Lite Prem 300 Composite Slotted Black Grating 19mm 340mm 500mm -
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